Tour-g Lgi

Professional Equipment
for Your Guided Tours

Provide your visitors with a
professional tour-guide receiver!
The EK1038is anideal choice for
guided tours of cities, factories
and exhibitions, enabling your
group to pick up the complete
audio information.

A modular design enables you
to tailor the tour-guide system
to your specific needs.

EK'1038 Receiver L2015 Charging Unit evolution wireless (G2
Transmitter

B Rugged metal housing m For recharging two EK 1038 B Choice of handheld transmitter
® Upto 16 channels (exact usable B The receivers are switched or bodypack transmitter with
quantity will depend on local off automatically as they are either clip-on microphone or
licensing laws) inserted into the charger headset microphone, frequency
B UHF wideband m Possibility to daisy-chain up range E (see overleaf)
H Can be used with any Sennheiser tothreeL 2015 chargers for
headphone with 3.5 mm jack plug recharging six EK 1038
B Approx. 6 hrs of continuous
operation
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Product & charging accessories

Product Description Cat. No. Remarks
EK1038 i 16-channel receiver 500580 BA 1035 included
o0

L2015 L Charger 009828 Up to three chargers can be
daisy-chained

NT1 Plug-in mains unit EU 004786 Foronel 2015

NT 1-UK = Plug-in mains unit UK 004787 Foronel 2015

NT 3 Plug-in mains unit EU 004863 Forup tothreeL 2015

———
NT 3-UK ——— Plug-in mains unit UK 004864 ForuptothreeL 2015
BA 2015 E Rechargeable battery pack 009950 Spare battery pack
for EK1038

Recommended accessories for completing the system

Product Description Cat. No. Remarks
GP03-M Mono headphone 005230 Sold in packs of 100 pcs.
3,5 mm stereo jack plug

SKM 535 @2 @ Handheld transmitter 009771 Dynamic, cardioid
SKM 545 @2 m Handheld transmitter 009776 Dynamic, super-cardioid
SKM 565 @2 @ Handheld transmitter 009781 Condenser, super-cardioid

SKP 500 @ ﬁ Plug-on transmitter 009786 Turns any wired mic ©
into wireless E

SK 500 @2 . Bodypack transmitter 009766 For use with headset E
or clip-on mic §

MKE 2-EW-GOLD — Clip-on microphone 009831 Omni-directional §
©

ME 3-N @ Headset 005019 Super-cardioid %
N e §

2

Receiving frequencies of EK 1038 5
Channel Frequency Display Channel Frequency Display Channel Frequency Display g
~CHANNEL" ~CHANNEL"” ~CHANNEL"” 2

1 863,100 1 7 855,300 7 13 838,100 13 Jag:)

2 863,500 2 8 856,200 8 14 839,400 14 &

3 864,300 3 9 857,300 9 15 841,100 15 .

4 864,900 4 10 859,700 10 16 849,100 16 é

5 854,100 5 11 861,150 11 8

6 854,600 6 12 861,600 12 é

Sennheiser electronic GmbH & Co. KG
Am Labor 1, 30900 Wedemark, Germany

Phone: +49 (5130) 600-0, Fax: +49 (5130) 600-300 I s E N N H E I s E R
www.sennheiser.com
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