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POWER AMPLIFIERS

POWER AMPLIFIERS

H7000
H5000
H3000

■ These power amplifiers feature Yamaha’s EEEngine
(Energy Efficiency Engine) technology, which
provides high power, performance, and reliability in
a compact chassis. They’re ideal for demanding PA
applications.

■ GENERAL SPECIFICATIONS

H7000 H5000 H3000

Power Output Level
f=20 Hz~20 kHz, THD+N ≤ 0.1%

STEREO RL=8 Ω 750 W 550 W 350 W
RL=4 Ω 950 W 700 W 450 W

BRIDGE RL=8 Ω 1900 W 1400 W 900 W

Frequency Response 0 dB+0, –1 dB; f=10 Hz~50 kHz
RL=8 Ω, Po=1 W

Power Bandwidth 10 Hz~50 kHz, Half Power, THD+N=0.1%

Total Harmonic Distortion (THD+N)
f=20 Hz~20 kHz, HALF POWER

STEREO RL=8 Ω, 4 Ω ≤ 0.05% ≤ 0.05% ≤ 0.07%
BRIDGE RL=8 Ω ≤ 0.05% ≤ 0.05% ≤ 0.07%

Intermodulation Distortion (IMD)
STEREO RL=8 Ω, 4 Ω ≤ 0.01%, Half Power, f=60 Hz: 7 kHz, 4:1
BRIDGE RL=8 Ω

Channel Separation
HALF POWER, RL=8 Ω ≥ 65 dB, f=20 Hz~20 kHz
ATT. max. Input 600 Ω shunt ≥ 80 dB, f=1 kHz

Residual Noise
12.7 kHz LPF ≤ –70 dB; ATT min.
IHF-A network ≤ –80 dB; ATT min.

Signal-to-Noise Ratio
Input 600 Ω shunt

12.7 kHz LPF 105 dB 103 dB 101 dB
IHF-A network 110 dB 108 dB 106 dB

Damping Factor > 200; RL=8 Ω, f=1 kHz

Slew Rate 8 Ω Full Swing
STEREO ±30V/µs
BRIDGE ±50V/µs

Sensitivity  (ATT max.)
Rated Power into 8 Ω +8 dB +6 dB +4 dB

Voltage Gain  (ATT max.) 32 dB

Input Impedance 30 kΩ (balance), 15 kΩ (unbalance)

Indicators POWER (STAND-BY) (Red)
TEMP; Heatsink Temp
≥ 85°C (185°F) (Red; flashing)
PROTECTION (MUTE) (Red)
CLIP/LIMIT (Red)
OUTPUT SIGNAL x  2 (Yellow)
INPUT SIGNAL x 2 (Green)

Protection Power SW ON/OFF muting
Heatsink temp ≥ 95°C (203°F)

PC Limiter RL ≤ 1 Ω

Limiter Circuits Comp; THD ≥ 0.5% (f=1 kHz)

Fan Circuit ~ 50°C (122°F) ~ 70°C (158°F) ~
Low-speed - variable - Hi-speed

Controls
FRONT POWER SW; Push on/Push off

Attenuator; 31-position dB calibrated
REAR Mode SW; STEREO/BRIDGE/PARALLEL

PIN-1 GND SW; ON/OFF

Power Requirement UL & Canadian Models: 120 V, 60 Hz
General Model: 230 V, 50/60 Hz
British Model: 240 V, 50 Hz

Power Consumption 600 W/900 VA 500 W/700 VA 400 W/500 VA

Dimensions  (W x H x D) 480 x 100.5 x 455.8 (mm)
18-7/8" x 3-15/16" x 17-15/16"
Panel height: 88 mm (3-1/2")
Depth behind front panel: 407 mm (16")

Weight 26.5 kg 23.5 kg 17.5 kg
(58 lbs. 6 oz) (51 lbs. 13 oz) (38 lbs. 9 oz)

Connectors
INPUT XLR-3-31 type x 2

XLR-3-32 type x 2
1/4" Phone (balance) x 2

OUTPUT 5-way binding posts x 2
MONITOR & REMOTE D-SUB 15pin female

Monitor & Remote
MONITOR Pre Relay Output Level x 2

CLIP/LIMIT Indicator x 2
Output ON Indicator x 2
TEMP Indicator

REMOTE CONTROL Muting (Output Relay) x 2
Power OFF

0 dB = 0.775 V, Half Power = 1/2 Power Output Level (Rated Power)

• Dynamic Power H7000 H5000 H3000
(f = 1 kHz, 20 ms, RL = 2 Ω, Stereo) 2000 W 1500 W 1000 W

* MediaLink™ is registered trademarks of Lone Wolf Inc.


