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types:

coaxial:
•great cross-sectional-area at little diameter

•easy to be reeled
•superior transmitting capacity

twinaxial:
•easy to be reeled

•simple connector mounting
•fair price/quality ratio

multicore:
•supplies multichannels

•easy to be reeled
•cuts down set-up and mounting times
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Nowadays when choosing an appropriate loudspeaker cable special attention has to be put to the proper cross sectional area.

Modern PA amplifiers for the low frequency range supply more than 400W/4 ohms.
There maximum peaks of 180 Volts at 40 amperes are reached, wich have to be transmitted by the loudspeaker cables.

At this point let us issue a sincere warning: Don't use cables containing  recycled copper, frequently used in cables that are just meant
to be utilized as power cords. Their high share of oxygen leads to swift oxidization of these cables and may result in transmission

loss, fire due to overheating and sparkover in the coupling.

For the installation in public buildings CORDIAL offers special FRNC types whose plastics components are halogen free and flame
retardant.
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Power loss:

the suited size for your application:
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Signal at amplifier Signal at loudspeaker

Cable length in metre

5 m 10 m 15 m 20 m

6,0 mm²

4,0 mm²

2,5 mm²

1,5 mm²

0,5 mm²
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be less 5%!
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Our types bulk ware:

1,5 mm²                                             2,5 mm²                                      4,0/6,0 mm²                                       multicores
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Our types premade cables:

plug                                                   speakon
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CORDIAL cables are almost completely 
equipped with Neutrik plugs and speakon 
connectors.

Other combinations of conductors on 
request.


